bOl‘CherS Global Leader in Coating Additives

A MILLIKEN BRAND
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What can Borchi® OXY-Coat provide

under extreme conditions?

m Similar dry times in a wide range of ambient
weather conditions

m Quicker dry times in cold weather

m No surface wrinkling when applied in hot weather

m Ability to apply multiple coats in one day

Through Dry Time of SB Pigmented Through Dry Time Wrinkling Prevention
Direct to Metal Applications Comparison of SB Wood Stain on Substrates
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Cobalt Borchi" Cobalt Cobalt Borchi”
Containing OXY-Coat Containing A Containing B OXY-Coat Cobalt Borchi®
Containing OXY-Coat
® Standard (25°C/50%RH) = Adverse (10°C/80%RH) Standard (25°C/50%RH) = Hot (37°C/15%RH) = Cold (2°C/40%RH)

Unlike cobalt alternatives,
When used in adverse weather conditions, Borchi® OXY-Coat provides better dry times than Borchi® OXY-Coat does not cause

metal carboxylate and competitive alternatives, with minimum dependency on through driers. wrinkling in hot weather.

Borchers offers cobalt-free solutions that are VOC- and APEO-free, Proposition 65 and REACH compliant, and can be used in both water- and solvent-based applications.

Order your sample at:
www.borchers.com/contact




